ARE YOU USING IT RIGHT?

lincludes TENNESSEE GHILD RESTRAINT LAW)

Four out of five of these children are incorrrectly buckled.
Do you know which one is correct?




THE BIG PICTURE

{(Front Cover)
Which child is buckled correctly?

If you guessed the one in the middle, then you're right.
The harness straps are flat, snug and in position, and the
chest clip is at the proper mid-chest, armpit level.

The other photos illustrate some common mistakes that
compromise protection and result in almost 80% of children
being improperly restrained.

B Upper left: The child is too small to be in a vehicle lap/
shoulder belt. The shoulder belt is under the child’s arm,
and the lap belt is resting on the child’s abdomen.

B Upper right: Harness straps are too high, loose and the
chest clip is too low.

B Bottom right: Harness straps are loose and twisted and
the chest clip is disconnected.

W Bottom left: Although the lap belt is positioned correctly,
the vehicle shoulder belt is under the child’s arm.

Air Bag Warning Label

With the wide variety of child restraint systems, belt
sysiems and passenger vehicles, correctly installing a
child restraint system can he challenging. This bookiet

is designed 1o help you identify and leam how to cor-
rect common mistakes when installing a child resiraint
and securing your child in the restraint. Making the right
connections will help improve overall protection for your
child. Always read child restraint and vehicle manufactur-
ers’ instructions for proper use and installation informa-

Harness Slots (3 sets)

Harness Chest Clip

5 Pt. Harness System (contacting child at shoulders, hips and groin)

Harness Release Button (red)

Belt Path (not pictured)

See page 6 for an illustration.

Harness Release Mechanism

Pull Strap To Tighten Harness
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TAKE A BACK SEAT TO AIR BAGS
R Tt ey
B Chilld sho;ld t;]e in the back seat. Infant seat is Aninfant in a2 rear-facing
i ir be | : . - =
' the air bag ceployment zone child restraint should NEVER
' ' he positioned in the path of
a frontal air Ilag.
AIR BAG
DEPLOYMENT - : .
ZONE THE DANGER ZONE

B Rear-facing child is positioned in front of the
passenger air bag deployment zone.

B Seat is resting on the dash/air bag.
B Child is also incorrectly secured:

O Harness chest clip is too low (should be
at armpit level).

O Harness straps are positioned too high
(should be at, or below, infant’s shoulders).

Air bags can cause serious
injury or death to children,
especially infants in rear-
facing child seats.




B Harness chest clip is correctly positioned at the child’s mid-chest
or armpit level.

B Harness straps are snug and straight.

B Rear-facing harness straps should be positioned at, or slightly
below, the child’s shoulders.

A harness chest clip should be positioned
at the child’s mid-chest or armpit level.

This keeps the shoulder straps in the
correct position. The Right Angle

—

B Used with a detachable base, this rear-facing infant
seat is positioned at approximately a 45-degree angle
(check the manufacturer’s recommendation for the
correct angle).

TENNESSEE LAW states: An infant
0-1year and 20 pounds or less
should be in a rear-facing infant
seat in the rear seat, if available.
Children are safest when properly
restrained in the back seat.


























































